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SKU: RAP-16414

Condition: USED

Region: CENTRAL

Mobility: PORTABLE

Size (Nomial): 225 TPH

EQ Type: DRUM PLANT
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PRODUCT DESCRIPTION

1998 Portable CMI E300 Counterflow Drum w/ replacement shell in 2009
(replacement shell is a straight shell. Not a triple drum).  (68’ long x 12’-3” high x 12’ wide).
Drum has had some flights, liners, and seals replaced recently. Tires & Trunnions show some
wear on edges.
Shell thicknesses are in the .34 range at the mixing end transition and outer shell.
Hauck Starjet 520 burner running on propane w/ BCS3000 burner control.
1998 Portable CMI 318 Baghouse (12’ wide x 52’ long x 13’-10” high). Spread tandem axle
portability.
Stansteel Fines Bin w/ 18” vane feeder.
(5) Auger dust system (4) 14” and (1) 10” waste auger that is 30’ long. (the four 14” augers are
43’ / 43’ / 25’ / 14’ long).
4 Bin Portable CMI Coldfeed System. 10’ x 14’ bin openings. 30’’ feeders. 5hp DC drives. 36’’
collecting conveyor with fold-up extension past last bin.
Steel liners installed in bins recently. (75’ long x 10’ wide x 13’-7” high).
Virgin 4’x8’ Smico Single Deck Screen (not portable).
Virgin Portable Scale Conveyor (truss style). Single axle. 24” belt. 47’ long.
2007 Portable CMI Single Recycle Bin (RAP added to plant in 2007) 8’ x 14’ bin opening.
Single axle portability. 30” covered scale belt that folds down on frame. (70’ long x 10’ wide).
Steel liners installed in recently.
Pugmill Systems Twin Shaft Pugmill (not portable) with bypass.  (14’ long x 12’-8” high x 5’-8”
wide).
Pugmill Conveyor (not portable).  30” belt. 40’ long.
1992 Con-E-Co Portable Lime Silo (horizontal). w/ small baghouse mounted on unit. 6” Tube
style Auger (22’ long).  12 x 12 Smoot vane feeder. (43’ long x 10’-6” wide x 13’-10” high).
1998 CMI Portable SE195 Storage Silo and Drag Slat Conveyor (2-3 seasons left on chain & slats.
Sprockets are replaced annually).
2006 CEI Portable 35,000 gallon AC Tank w/ two top mounted agitators (tri-axle portability). CEI
1.2MMBtu Hot Oil Heater. Micromotion AC Metering pump. (80’ long x 11’-7” wide x 14’=10”
high).
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1998 CMI Portable Control House with separate Motor Control Center EZ-Blend plant controls.
JWS Loadout System.
Hauck BCS 3000 Burner Control. (MCC was locked – all Allen Bradley ?)
CAT 545kw Genset Generator.
Sullair 2200 Air Compressor.
Water Tank (not portable).
Spare Parts Trailer (power pak for plant hydraulics is in trailer). All Additional spare parts
pertaining to plant are included.
All books & manuals are in control house and go with the plant.
45kw Night Generator does not go with plant.
Portable Fuel Tank Unit does not go with plant.
Lab and Lab Equipment does not go with plant.

 

https://reliableasphalt.com/wp-content/uploads/2019/08/reliable-logo-original-450x100.png

